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INTRODUCTION 

FEATURES 

¶ Class 1 product 

¶ CD drive (ORPHEUS ZERO Drive) or player 
(ORPHEUS ZERO Player) 

¶ Multiple formats reader : CD, CD-R, CD-RW 

¶ Software controlled mode switching 

¶ Balanced and unbalanced outputs 

¶ Efficient menu driven operation, display and 
navigation buttons 
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UNPACKING 

First check and identify the contents of your Or-
pheus Zero package, as listed below : 

¶ Orpheus Zero compact disc drive or player 

¶ CD manual 

 

If any item should be damaged or missing, please 
inform your supplier without delay. 

Keep the packing material, you may need it to 
transport the unit in the future. 

 

ADVICE AND WARNINGS 

READ THIS BEFORE OPERATING YOUR UNIT 

¶ Please read this manual carefully, to assure 
proper operation and the best possible perfor-
mance. 

¶ Switch off the unit before connecting or dis-
connecting any input or output wire. 

¶ Do not touch the inner pins of rear-panel con-
nectors, electrostatic discharge may cause 
permanent damage to the unit. 

¶ Choose the installation location for the unit 
carefully. Avoid placing it in direct sunlight or 
close to a source of heat. Avoid also locations 
subject to vibration and excessive dust, heat, 
cold or moisture. 

¶ To reduce the risk of fire or electric shock, do 
not expose the unit to rain or moisture. 

¶ Do not use force when operating switches, 
knobs and other controls. 

¶ Do not open the chassis or attempt to make 
repairs by yourself, as this may result in dam-
age to the unit or electrical shock. If a foreign 
object should get into the unit, contact your 
local dealer for technical support. 

¶ When planning not to use the unit for a long 
period of time, it is advisable to disconnect the 
power plug from the wall outlet. 

¶ The power switch does not disconnect the 
complete unit from the main line. 

¶ When there is a storm disconnect the power 
plug to prevent lightning damages. 

¶ When moving the unit, be sure to first discon-
nect the power plug and all wires connected 
from the unit to other equipment. 

¶ When disconnecting the power plug from the 
wall outlet, always pull directly on the plug, 
never pull the cord itself. 

¶ Do not attempt to clean this unit with water or 
chemical solvents, as this may damage the 
unit or the finish. Use a clean, dry cloth. 

¶ DANGER : Invisible laser radiation when open 
and interlock failed or defeated. AVOID DI-
RECT EXPOSURE TO BEAM.  

¶ CAUTION : Do not open the chassis. There 
are no user serviceable parts inside the Unit; 
leave all servicing to your local dealer. 

¶ Keep this manual in a safe place for future 
reference. 
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FRONT PANEL 

1 2 3 4 

1. MAIN POWER INDICATOR 

 Light is red when the unit is operating and  
when it is in standby mode. Indicator light is off 
when the unit is switched off. 

2. DISPLAY WINDOW 

 Gives all the needed information about CD 
playing as well as setup menu. 

3. INFRARED REMOTE CONTROL SENSOR 

 Receives signals from the remote control 
transmitter. 

 

4. CONTROL BUTTONS 

 Control the playing of your CD and the menu 
set up. 

UP 

Enables you to play & pause the CD and to go out 
of the menu set up. 

DOWN 

Used to stop the CD. 

LEFT & RIGHT 

Used for choosing tracks, navigating in setup op-
tions and choosing values in setup options. 

SELECT 

Used for entering menu structure and accessing 
menu options as well as confirming choices and 
settings. 

UP 

RIGHT 

SELECT DOWN 

LEFT 
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1. OUTPUT AES/EBU FORMAT 

 Digital data stream output using an XLR con-
nector for AES/EBU format. 

2. OUTPUT S/PDIF FORMAT 

 Digital data stream output using an RCA con-
nectors for S/PDIF format. 

3. OUTPUT BNC FORMAT 

 Digital data stream output using a BNC con-
nectors. 

4. OUTPUT TOSLINK FORMAT  

 Digital data stream output using an optical 
  connector for TOSLINK format. 

5. POWER SUPPLY  

 Power cord connection. 

 

ORPHEUS ZERO REAR PANEL - DRIVE 
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1. OUTPUT AES/EBU FORMAT 

 Digital data stream output using an XLR con-
nector for AES/EBU format. 

2. OUTPUT S/PDIF FORMAT 

 Digital data stream output using an indepen-
dent RCA connectors for S/PDIF format. 

3. OUTPUT BNC FORMAT 

 Digital data stream output using a BNC con-
nector. 

 

4. OUTPUT TOSLINK FORMAT  

 Digital data stream output using an optical 
 connector for TOSLINK format. 

5. OUTPUTS 

 Analogue balanced right and left channel out-
puts on XLR connectors.  Unbalanced right 
and left channel outputs on RCA connectors.   

6. POWER SUPPLY & POWER SWITCH 

 Power cord connection and main power 
switch. 

1 2 3 4 

 

ORPHEUS ZERO REAR PANEL - PLAYER 
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